STEEL WIRE ROPE

Steel wire ropes manufactured to various international standards.

Steel wire ropes are available in a variety of diameters, constructions and finishes. Ropes can be supplied in any length with end fittings as required

Construction: 6 x 7 FC (Galvanised Steel)
From 1.5 - 10mm

WRO01,5/6X7G
WR02,0/6X7G
WR02,5/6X7G
WRO03,0/6X7G
WR04/6X7G
WR05/6X7G
WRO06,0/6X7G
WR08/6X7G
WR10/6X7G

Construction: 7 x 7 WMC (Galvanised Steel)
From 1 - 6mm

WRO01,0/7X7G
WRO01,5/7X7G
WRO02,0/7X7G
WR02,5/7X7G
WRO03,0/7X7G
WRO03,5/7X7G
WR04/7X7G
WR05/7X7G
WRO06,0/7X7G

Construction: 7 x 7 WMC (Stainless Steel Gr316)
1&1.5mm

WRO01,0/7X78
WRO01,5/7X78
WRO06,0/7X78

Construction: 7 x 7 WMC (Stainless Steel Gr304)

1-5mm

WRO01,0/7X788
WRO01,5/7X788
WR02,0/7X788
WR02,5/7X78$
WR03,0/7X78$
WRO04/7X7SS
WR05/7X7S$

Construction: 6 x 19 FC (Galvanised Steel)
From 3.0 - 22mm

WRO03,0/6X19G
WRO04/6X19G
WR05/6X19G

WR06,0/6X19G
WR08/6X19G
WR10/6X19G

WR13/6X19G (9/9/1)
WR16/6X19G (9/9/1)
WR19/6X19G (9/9/1)
WR22/6X19G (9/9/1)

Construction: 6 x 19 IWRC (Galvanised Steel)
From 8.0 - 16mm

WR08/6X19GIWRC
WR10/6X19GIWRC
WR11/6X19GIWRC
WR13/6X19GIWRC
WR16/6X19GIWRC
WR20/6X19GIWRC

Ungalvanised 8.0 & 16

WR08/6X19BIWRC
WR16/6X19BIWRC

Construction: 6 x 36 FC (Galvanised Steel)
From 6 - 38mm

Product Code

WRO06,0/6X36G WR18/6X36G
WR08/6X36G WR19/6X36G
WR09,0/6X36G WR20/6X36G
WR10/6X36G WR22/6X36G
WR11/6X36G WR24/6X36G
WR12/6X36G WR26/6X36G
WR13/6X36G WR28/6X36G
WR14/6X36G WR32/6X36G
WR16/6X36G WR38/6X36G

Construction: 6 x 36 FC (Ungalvanised Steel)
From 6 - 56mm

WRO06,0/6X36B WR20/6X36B
WR08/6X36B WR22/6X36B
WRO09,0/6X36B WR24/6X36B
WR10/6X36B WR26/6X36B
WR11/6X36B WR28/6X36B
WR12/6X36B WR32/6X36B
WR13/6X36B WR36/6X36B
WR14/6X36B WR38/6X36B
WR16/6X36B WR44/6X36B
WR18/6X36B WRS50/6X36B
WR19/6X36B WR56/6X36B

Construction: 6 x 36 IWRC (Galvanised Steel)
From 6 - 56mm

WR06,0/6X36GIWRC WR20/6X36GIWRC
WR08/6X36GIWRC WR22/6X36GIWRC
WR09,0/6X36GIWRC WR24/6X36GIWRC
WR10/6X36GIWRC WR26/6X36GIWRC
WR11/6X36GIWRC WR28/6X36GIWRC
WR12/6X36GIWRC WR32/6X36GIWRC
WR13/6X36GIWRC  WR36/6X36GIWRC
WR14/6X36GIWRC WR38/6X36GIWRC
WR16/6X36GIWRC WRA44/6X36GIWRC
WR18/6X36GIWRC  WRS0/6X36GIWRC
WR19/6X36GIWRC WR56/6X36GIWRC

Construction: 6 x 36 IWRC (Ungalvanised Steel)

From 6 - 38mm

WR06,0/6X36BIWRC WR18/6X36BIWRC
WR08/6X36BIWRC WR19/6X36BIWRC
WR09,0/6X36BIWRC WR20/6X36BIWRC X
WR10/6X36BIWRC WR22/6X36BIWRC
WR11/6X36BIWRC  WR24/6X36BIWRC
WR12/6X36BIWRC WR26/6X36BIWRC
WR13/6X36BIWRC WR28/6X36BIWRC
WR14/6X36BIWRC WR32/6X36BIWRC
WR16/6X36BIWRC WR38/6X36BIWRC

Due to our policy of continual development, dimensions, weight and specificati

Construction: 6 x 36 IWRC (Ungalvanised Steel)
Compacted From 22mm - 28mm

WR22/6X36BCIWRC
WR24/6X36BCIWRC
WR26/6X36BCIWRC
WR28/6X36BCIWRC

may change without prior notice.

Construction: 19 x 7 WMC (Ungalvanised Steel)
From 9 - 28mm

WR06,0/19X7BWMC  WR16/19X7BWMC
WR08/19X7BWMC  WR17/19X7BWMC

WR09,0/19X7B  WR18/19X7BWMC

WR09,5/19X7B  WR19/19X7BWMC
WR10/19X7BWMC ~ WR20/19X7BWMC
WR11/19X7BWMC  WR22/19X7BWMC
WR12/19X7BWNMC  WR24/19X7BWMC
WR13/19X7BWMC  WR26/19X7BWMC
WR14/19X7BWNMC  WR28/19X7BWMC
WR15/19X7BWMC




STEEL WIRE ROPE

Steel wire ropes manufactured to various international standards.

Steel wire ropes are available in a variety of diameters, constructions and finishes. Ropes can be supplied in any length with end fittings as required

Construction: 7 x 19 WMC (Galvanised Steel)
3.5 & 4mm

Product Code

WR03,5/7X19G
WR04/7X19G

Construction: 7 x 19 WMC
(Stainless Steel Gr304 & 316) Gr 316 from 2 - 19mm

WR02,0/7X19S WR08/7X19S
WR02,5/7X198 WR10/7X198
WR03,0/7X19S WR13/7X19S
WR04/7X19S WR16/7X19S
WR05/7X19S WR19/7X198
WR06,0/7X198
Gr 304 from 6 - 19mm

WR06,0/7X19SS WR13/7X19SS
WRO08/7X19SS WR16/7X19SS
WR10/7X19SS WR19/7X198S

Construction: 1 x 19 WMC (Galvanised Steel)
From 1 - 6mm

WR01,0/1X19G  WR02,8/1X19G
WR01,2/1X19G  WRO03,0/1X19G
WR01,25/1X19G  WR03,5/1X19G
WR01,5/1X19G ~ WR04/1X19G
WR02,0/1X19G  WR06,0/1X19G
WR02,5/1X19G

Construction: 1 x 19 WMC
(Stainless Steel Gr316) From 1-6mm

WRO01,0/1X198
WR01,5/1X198
WR02,0/1X198
WR02,5/1X19S
WR03,0/1X198
WR03,5/1X198
WR04/1X198
WRO06,0/1X198
WR08/1X198

Construction: 8 x 19 Compacted
(Ungalvanised Steel) RHRL from 6.5 - 11mm

WRO06,5/8X19BCIWRC
WR07,5/8X19BCIWRC
WR08/8X19BCIWRC
WRO09,0/8X19BCIWRC
WR11/8X19BCIWRC
LHRL
from 8 - 11mm
WR08/8X19BCIWRCLHO
WR09,0/8X19BCIWRCLHO
WR11/8X19BCIWRCLHO

Construction: 8 x 26 Compacted
(Ungalvanised Steel) From 13 - 20mm

WR12/8X26BCIWRC
WR13/8X26BCIWRC
WR14/8X26BCIWRC
WR16/8X26BCIWRC
WR18/8X26BCIWRC
WR19/8X26BCIWRC
WR20/8X26BCIWRC
WR22/8X26BCIWRC
WR24/8X26BCIWRC
WR26/8X26BCIWRC
WR32/8X26BCIWRC

LHRL
13 & 14mm
WR13/8X26BCIWRCLHO
WR14/8X26BCIWRCLHO

Construction: 35 x 7 WMC Compacted
(Ungalvanised Steel) From 10 - 22mm
WR10/35X7BC WR19/35X7BC
WR11/35X7BC  WR20/35X7BC
WR12/35X7BC WR21/35X7BC
WR13/35X7BC WR22/35X7BC Q)
WR14/35X7BC WR23/35X7BC
WR15/35X7BC WR24/35X7BC
WR16/35X7BC WR25/35X7BC
WR17/35X7BC WR26/35X7BC
WR18/35X7BC LHL
WR16/35X7BCLHL  WR18/35X7BCLHL
WR17/35X7BCLHL  WR21/35X7BCLHL

Construction: PVC Clear Covered

(Galvanised Steel)
2-3mm; 2.5-5mm; 3-5mm; 4-6mm; 6-8mm; 8-10mm

WRO02,0/PVC3
WRO02,5/PVC5
WRO03,0/PVC5
WR04/PVC6
WRO06,0/PVC8
WRO08/PVC10

Construction: 8 x 19 FC (Ungalvanised Steel)
Elevator Rope From 8 - 16mm

WREO08/8x19B
WRE10/8x19B
WRE12/8x19B
WRE13/8x19B
WRE16/8x19B

Construction: PVC Transparent Colour Govered (Galvanised Steel)

2-3mm; 3-5mm; 4-6mm; 6-8mm; 8-10mm

WRO02,0/PVC3Y
WR03,0/PVC5R
WRO04/PVC6B
WR06,0/PVC8G
WRO08/PVC100
WR10/PVC12B

Due to our policy of continual development, dimensions, weight and specificati

may change without prior notice.




